


SL 46 blue  |  ESD
size
36-49

:EN ISO 20345 S1 SRC
:Sportline upper
:alu-tec® aluminium toecap
:hook and loop fastener
:3D-cushioning system
:clima-stream® concept
:Antistatic between 1 x 10'5 - 3,5 x 10'7 Ohm
:carbon coated tip protection
:MPU Light sole technology
:also available in W12, W13 & W14
:adapted for orthopedic insoles

SL 60 blue  |  ESD
size
36-49

:EN ISO 20345 S2 SRC
:SOFT-Nubuck leather
:alu-tec® aluminium toecap
:3D-cushioning system
:aktiv-X lining
:Antistatic between 1 x 10'5 - 3,5 x 10'7 Ohm
:carbon coated tip protection
:MPU Light sole technology
:also available in W12
:adapted for orthopedic insoles

A 420 | ESD
size
36-49

:EN ISO 20345 S1
:Sportline upper
:3D-cushioning system
:aktiv-X lining
:clima-stream® concept
:Antistatic between 1 x 10'5 - 3,5 x 10'7 Ohm
:Sneaker sole technology
:adapted for orthopedic insoles



CF 2 black | ESD
size
36-49

:EN ISO 20345 S1 SRC
:3D-cushioning system
:Safety reflectors
:clima-stream® concept
:Antistatic between 1 x 10'5 - 3,5 x 10'7 Ohm
:carbon coated tip protection
:MPU Light sole technology
:adapted for orthopedic insoles

GX 350 black | ESD
size
35-43

:EN ISO 20345 S1 SRC
:Sportline upper
:3D-cushioning system
:clima-stream® concept
:Antistatic between 1 x 10'5 - 3,5 x 10'7 Ohm
:MPU Light sole technology
:adapted for orthopedic insoles

CX 320 | ESD
size
39-48

:EN ISO 20345 S2 SRC
:aktiv-X lining
:Antistatic between 1 x 10'5 - 3,5 x 10'7 Ohm
:adapted for orthopedic insoles
:Full-grained calf leather
:steelcap
:MPU® sole technology
:breathable microfibre upper material



TX 700 | ESD
size
36-50

:EN ISO 20345 S2 SRC
:Waterproof leather
:3D-cushioning system
:Safety reflectors
:aktiv-X lining
:Antistatic between 1 x 10'5 - 3,5 x 10'7 Ohm
:Outdoor sole technology
:Large stud profile
:adapted for orthopedic insoles

GX 390 black | ESD
size
35-43

:EN ISO 20345 SB SRC
:Sportline upper
:clima-stream® concept
:Antistatic between 1 x 10'5 - 3,5 x 10'7 Ohm
:MPU Light sole technology
:steelcap

GX 134 blue | ESD
size
35-43

:EN ISO 20345 S1 SRC
:Sportline upper
:3D-cushioning system
:clima-stream® concept
:Antistatic between 1 x 10'5 - 3,5 x 10'7 Ohm
:MPU Light sole technology
:adapted for orthopedic insoles


